THESETUP SHEET

- Name Gred Degani Tight Low Grip
Date April 2019 | Medium | Medium Grip E
Track PNB « Open High Grip

Weather & Temp Indoor 70 « Smooth  Dusty

Driver Mood Hunary Rough BlueGroove 3140([9/770”/
FRONT |, FRONT REAR

3
Dod Ademam D) 3 : s
,‘: @) E FRONT | | i
1
! ! 2 Ride Height
2 . = 26 28
O 0
3
O Steering Arm 15 Downtravel 65 65
i # With Tyres
Swaybar 2 1 2 5
ZERO
DKP\M 15 Brake 0 0
i '0 Balance 50 /0 50 /0
5 Length: 15 mm| Length: 27.5 mm
1 Camber
Degree: ().5-1 Degree: 1.5-2
” = ‘_\‘ Steerin .
Downtravel = e /9 Length: 24 mm

Front Toe | Degree: 2

Oil wt
— / Brand 400 (30) 400 (30)
Piston 17 x 1.25 7x1.35
8 s | Mugen 9.0 Mugen 10.5
é@ 1 Preload: mm | Preload: mm
E '5 ength Total: 105.5 mm| Total: 123 mm
= .5 |
1 L Rebound
Type Emulsion Bladder D
TvREs E—
° Tread

reand | AKA Catapult

= £ T
(8BEE®)

o o\ (i @
02(99EeIE

l L
Downtravel il =i 1
65 = @ Compound SS
1 0 0\/@5\/ 1
B 3mm O K Insert REd
Chassis 4 o o o o o
[] 4mm T\ (08)/ 0\ /0681
0 ®0 ©Ceo0 O] Part JQB ail ¥l o)l o Jfo o wheel | AKA
| FRONT ] _
e DiFES s
E0®9 090 O] 3410
_g R e
Engine Plug Fuel M, | 15000 | 10000 |5 000
SH 2018 T3 Sidewinder
4— FRONT _ Pipe Clutch Clutch Spring Gearratio | 45114 49/13 45/14
New Version 3 Shoe Alu 1x1.0 2x1.1 (main/pinion)

NOTES -

Runtime Front arm moved 2mm back. 2mm shim between inner steering ball and ackermann plate.
Front droop tabs cut off on chassis. WE D block with minimum toe in, lowest setting. (JQB0308)
Best result JQBO0058 YE rear shock shaft on front for more droop. (Can also run HB long lower end glued on)
Front shock ride height adjuster cut in half to get low enough ride height.
Qualifying Position 2x2mm rear hub shim on rear shock shaft (4mm)

Option Parts: JQB0175, JQB0197/198, JQB0194x2. JQB0422A, Lunsford Titanium turnbuckles and
Final Position screws. JQ ALU balls and parts.




	Reset: 
	Name: Greg Degani
	Date: April 2019
	Track: PNB
	Wether & Temp: Indoor 70
	Driver Mood: Hungry
	tight: Off
	medium: Yes
	open: Yes
	smooth: Yes
	rough: Off
	low bite: Off
	mediumgrip: Yes
	highgrip: Off
	dusty: Off
	groove: Off
	ack: s
	fr-shock: 2
	rr-rd-ht: 28
	inner: d
	kickup-f: kf5
	outer: u
	Front c-hub: 2
	kickup-r: kr5
	wheelbase front: 2
	Toe-in R-R: 5
	fr-cam-l: 15
	fr-cam-d: 0.5-1
	rr-cam-d: 1.5-2
	st-l: 24
	fr-down: 65
	fr-toe-d: 2
	front arm: 3
	rear shock tower up: 2
	fr-oil-wt: 400 (30)
	rr-oil-wt: 400 (30)
	wing: 1
	fr-piston: 7 x 1.25
	rr-piston: 7 x 1.35
	Rear-shock: 2
	fr-spring: Mugen 9.0 
	rr-spring: Mugen 10.5
	fr-pre: 
	rr-pre: 
	fr-total-l: 105.5
	rr-total-l: 123
	rr-cam-l: 27.5
	rear-hub-position: 1
	rear-hub-up: 5
	fr-re: 
	rr-re: 
	wheelbase rear: 2
	rr-tire: 
	rr-t-cmpnd: 
	rr-down: 65
	rr-shock-la: 2
	rr-t-foam: 
	rr-wheel: 
	mm-f: f
	rear hub insert: 3
	fr-tire: AKA Catapult
	fr-t-cmpnd: SS
	rear-arm-out: 2
	fr-t-foam: Red 
	mm8: 1
	fr-wheel: AKA
	cd: p2
	fr-d-oil: 15 000
	cn-d-oil: 10 000
	rr-d-oil: 5 000
	engine: 
	0: 
	0: SH 2018


	plug: T3
	fuel: Sidewinder
	pipe: New Version
	clutch: 3 Shoe Alu
	clutchspring: 1x1.0 2x1.1
	fr-ac: 45/14
	cen-ac: 49/13
	rr-ac: 45/14
	laptime: 
	runtime: 
	result: 
	qual: 
	final: 
	Notes: Front arm moved 2mm back. 2mm shim between inner steering ball and ackermann plate.
Front droop tabs cut off on chassis. WE D block with minimum toe in, lowest setting. (JQB0308)
JQB0058 YE rear shock shaft on front for more droop. (Can also run HB long lower end glued on)
Front shock ride height adjuster cut in half to get low enough ride height.
2x2mm rear hub shim on rear shock shaft (4mm)
Option Parts: JQB0175, JQB0197/198, JQB0194x2. JQB0422A, Lunsford Titanium turnbuckles and screws. JQ ALU balls and parts.
	ffs: 2
	Chassis: 1
	Car-weight: 3410
	Wingmount: 1
	Toe-in R-R degree: Off
	antisquat: a4
	C-Hub: 19
	axel: 0
	fr-rd-ht: 26
	fr-sway: 2.1
	rr-sway: 2.5
	rr-br: 50
	fr-br: 50
	Emulsion/bladder: 1
	SteeringArm: 1


